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CD-CC

CDM8 4 2 m PUR
CDM8N 4 0.5 m PVC
CCM8 4 2 m PVC
CDM12N 4 2 m PUR
CDM12L5 4 5 m PVC
CCM12 4 2 m PVC
CCM12L5 4 5 m PVC
CDM125PL2 5 2 m PUR
CDM125PL5 5 5 m PUR
CCM125PL2 5 2 m PUR
CDM128PL2 8 2 m PUR

CDM8MF4PL2 4 2 m PUR
CDM8MF4PL5 4 5 m PVC
CDM8M12 4 1 m PVC
CDM8MM12F4PL2 4 2 m PVC
CDM8MM12F4PL5 4 5 m PUR
CDM8FFL05 4 0.5 m PUR
CDM8FFL1 4 1 m PUR
CDM8FFL2 4 2 m PUR
CDM8FFL4 4 4 m PUR

CDM8RJ45L2 4 2 m PUR

CDM8RJ45L5 4 5 m PUR

CDM8RJ45L10 4 10 m PUR

80003053 4 1 m PUR

80003053CD8RJ45L_CDM8FFL_CDM8MM12F4PL__CDM8M12CDM8MF4PL_
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Connectors
M8 / M12 / RJ45

Specifi cations
Cable : Drag chain compatible
Open end 

Cable properties

Models Connection Number of 
conductors Orientation Cable length Cable

M8 - Female - A-Coded Straight
M8 - Female - A-Coded Straight
M8 - Female - A-Coded Elbow
M12 - Female - A-Coded Straight
M12 - Female - A-Coded Straight
M12 - Female - A-Coded Elbow
M12 - Female - A-Coded Elbow
M12 - Female - A-Coded Straight
M12 - Female - A-Coded Straight
M12 - Female - A-Coded Elbow
M12 - Female - A-Coded Straight

Specifi cations
Cable : Drag chain compatible

Characteristics

Models Connection 1 Connection 2 Number of 
conductors Orientation Cable 

length Specifi cations Cable

M8 - Male - A-Coded M8 - Female - A-Coded Straight -
M8 - Male - A-Coded M8 - Female - A-Coded Straight -
M8 - Female - A-Coded M12 - Male - A-Coded Straight -
M8 - Male - A-Coded M12 - Female - A-Coded Straight -
M8 - Male - A-Coded M12 - Female - A-Coded Straight -
M8 - Female - A-Coded M8 - Female - A-Coded Straight COVAL bus cable
M8 - Female - A-Coded M8 - Female - A-Coded Straight COVAL bus cable
M8 - Female - A-Coded M8 - Female - A-Coded Straight COVAL bus cable
M8 - Female - A-Coded M8 - Female - A-Coded Straight COVAL bus cable

M8 - Female - A-Coded RJ45 Straight Cat 5 shielded 
Ethernet cable

M8 - Female - A-Coded RJ45 Straight Cat 5 shielded 
Ethernet cable

M8 - Female - A-Coded RJ45 Straight Cat 5 shielded 
Ethernet cable

M8 - Female - A-Coded M8 - Female - A-Coded Straight Cat 5 shielded 
Ethernet cable

Single-Ended Cordsets

Double-Ended Cordsets

Specify part n°, eg: CDM8N
Refer to characteritics table above




